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DESCRIPTION 
 
Degacote Concrete Repair Compound is a flexible, waterproof Methacrylate resin compound, 
specially formulated for application to asphalt and primed concrete surfaces. It consists of a 
mixture of fine and coarse sands, which gives a durable slip resistant texture. The Compound is 
cured by the addition of a controlled amount of Degacote Hardener Powder. 
 

USE 
 
The Compound is used for permanent or temporary repair to uneven and damaged footpaths 
etc., to eliminate any trip hazards, fill broken kerbs, storm water lintels, repairs to cracked 
concrete and asphalt areas. 
 
ADVANTAGES IN USE 
 
Quick curing.  
Extremely short interruption to foot traffic. 
Easy to apply. 

 
  

APPLICATION  
 

When applying to concrete surfaces, lightly grind the area to be treated to remove surface 
latents, and facilitate maximum penetration of the Degacote Primer. With asphalt surfaces 
primer is not required. 
Degacote Concrete Repair Compound is poured on to the area to be treated then trowelled to 
achieve the required finish. 

 

APPLICATION RATE  
 

The application rate will depend on the width and height of the uneven footpath. Degacote 
Concrete Repair Compound can be applied from as little as 1mm to any required thickness. It 
must be mixed thoroughly when Degacote Hardener Powder is added to the quantity required 
for the job. 

 

CURING TIME  
 

20 minutes at 20° C.  
 

COLOUR RANGE  
 

Seagull Grey, Black 
 

CLEAN UP 
 

General purpose thinners  
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